
TRANSDUCERS/PROBES

EVO® PRO/LITE

PROBE ACCESSORIES

CL3E
Low-frequency [2-6.4 MHz], 
deep penetrating convex  
transducer, 30 cm depth
Transabdominal work in cattle, 
horses, small ruminants, came-
lids, large dogs, exotics/wildlife

CLI3E
Side fire, low-frequency  
[2-6.4 MHz] convex probe,  
30 cm penetration
Bovine and equine reproduction, 
large and small animal

 
abdomen

L14E
High-frequency [6-14 MHz] 
linear transducer, 10 cm depth
Equine tendons, small animal 
abdomens, neurovascular appli-
cations, superficial structure

L8.0
High-frequency [6-10 MHz]  
linear transducer, 8 cm depth
Equine tendons, small animal 
abdomens, neurovascular appli-
cations, superficial structures

MC8.0
High-frequency [6-10 MHz] 
microconvex transducer,  
10 cm depth
Small animal abdomen, bovine 
reproduction, small ruminant 
pregnancies, and used in the 
OPU aspiration device

A word about our cables... 
All IBEX® cables are  tested to  
1.2 million flex cycles:
• Polyurethane cable jacket is 

extremely durable, chemical 
resistant and biocompatible 
per USP Class VI

• Copper alloy coax and copper 
alloy tinsel shield developed 
for controlled elongation

•  Kevlar strength members 
embedded in cable bundle to 
protect coax breakage

• All materials RoHS compliant

...and  our transducers 
All our transducers are designed 
specifically for rugged environ-
ments. But if the worst happens, 
they can be repaired, too!
And we listen to you...we had 
multiple requests to re-design 
the MC8OPU head for easier use.
We did it!

MC8E
High-frequency microconvex 
transducer [6-10 MHz], 12 cm 
depth
Small animal abdomen, bovine 
reproduction, small ruminant 
pregnancies

L6E
Linear transducer [5-8 MHz],  
18 cm depth
Bovine and equine  
reproduction, tendon

CLI3.8
Side fire curved [2.5-5 MHz] 
24 cm depth
Bovine reproduction, large 
animal abdomen, exotics, small 
ruminant

CL3.8
Low-frequency [2.5-5 MHz] 
24 cm depth, deep penetrating 
convex transducer
Large animal abdomen, exotics, 
small ruminant 

L6.2
Linear transducer [5-8 MHz] 
12 cm depth
Bovine and equine reproduction, 
tendon

I.C.E.® 
The I.C.E.® extension: specifically designed for the EVO and IBEX rectal 
probes. Patented flexible center allows user to customize bend from 
0-45 degrees, resulting in less strain on the user and animal.

L3.8AS
Linear transducer [2.5-5 MHz] 
17.2 cm depth
Bovine carcass meritt

L3ASE
Linear transducer [3-36 MHz],  
30 cm depth
Bovine carcass meritt

C6E
Multi-frequency transducer, 
[4-9 MHz], 18 cm depth
Designed specifically for small 
animal use

OPU Device
The OPU Aspiration Handle is 
a  transvaginal needle guide 
device designed for use with the 
MC8.0MHz transducer
Used with long or short needles for 
dominant follicle reduction, ovum 
pickup, biopsy, ovarian infusions, 
scientific research

MC8OPU
 
Ovum pickup probe and handle 
[6-10 MHz], 12 cm depth 
Equine and bovine

New design for easier use!



Ibex® PRO/LITE Waist Pouch
Accommodates both the Ibex® Pro  
(in closed position) and Lite

Keeps unit self-contained and stream-
lined when scanning with headset

InSite® 2 Video Headset
Projects ultrasound images into a  
goggle-style headset

Ideal for working in bright sun and 
reflective conditions such as water.  

Most commonly used in bovine  
reproduction, aquatics, wildlife

Wireless Monitor
Streams image from Ibex® Pro/Lite  
ultrasound to external monitor —in-
cludes transmitter for ultrasound, 4 
channels, 8” screen

ACCESSORIES

IBEX® AT WORK


